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ABOUT COMPANY

Automeck is a leading Indian manufacturing company
with a pan-India presence and a dynamic team of 50+
professionals. Qur expertise lies in designing cutting-
edge engineering systems and products that set
industry benchmarks in technological advancement,
operational safety, environmental sustainability, and
energy efficiency—all while delivering the best return
oninvestment.

Since our inception in 2013, Automeck has
continuously innovated, earning a reputation for
superior product quality and reliability. Today, we are
rapidly emerging as one of the most trusted
engineering brands in India and across international
markets.

Our vision is to embrace challenges and pioneer
uniquely designed, high-performance solutions that
redefine industry standards. We specialize in dust
pollution control solutions for industrial environments,
advanced automobile and industrial cleaning
systems, ensuring efficiency and sustainability and
Innovative hydroseeding equipment, addressing soil
revitalization and dust suppression needs.

We prioritize workplace safety, environmental
responsibility, and community engagement and our
solutions actively reduce pollution, promote greenery,
and supportIndia's vision for a sustainable future.

At Automeck, we don’t just build machines—we
engineer solutions that empower industries, enhance
efficiency, and contribute to a cleaner, greener planet.



INTRODUCTION




Dust catcher is having a throw range up to 30 METERS
in windless conditions.

The Horizontal oscillation is manual / automatic,
covering up to 330 degrees (Adjustable).

For vertical movement, a manual / automatic
arrangement is being provided to adjust the dust
catcher with range -10 degrees (minimum) to
40 degrees (maximum).

For Operations of Dust Catcher panel is also provided
with protection.

Water droplets achievable will be less than 10 microns.

Operating Voltage- 400-415 Volt / 50 Hz




PICTORIAL DESCRIPTION
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OPEARATIONAL PROCEDURE
First switch on the main switch (MCCB/RCBO).
First start the blower switch followed by humidifier followed by
pump.

To start the rotation of unit in auto mode rotate the auto /
manual switch to auto side and press rotation start push button.

To rotate the unit manually rotate to auto/manual switch to manual
side then by using FWD / RWD switch rotate the unit according
tothe desired position.

Now to stop the rotation rotate the auto/manual switch to
neutral position.

To stop the function, turn off the pump switch followed by
blower switch and then turn off the humidifier switch.

Turn off the main switch (MCCB/RCBO).

NOTE: A continuously operating machine must be given a rest
period of 30 minutes after every 4 hours of operation.



SR.NO. PARTICULARS

1 Blower

2 Pump

3 Water Line
Solenoid
Valve

4 Humidifier

TROUBLESHOOT
PROBLEMS

Blower not
working

Water is
not coming
from
humidifier.

Pump not
working

No water
outlet from
valve

Not working

No water
outlet

REASON & SOLUTION

* Check for any loose
connections.

Check for water at
water tank.

Check for any pipe

line chocking.

Check the strainer

is cleaned.

Check for flow control
valve is working or not.

Check the connection
of pump at panel
(loose ends).

Check the water line
valve is working or not.

Check the connection of
valve at control circuit
Check the voltage
24VDC) at valve
connection.

Check for any chocking
in valve.

check for any loose

end of humidifier
connection at panel.
Check for any error at
humidifier drive (Drive 2)
at panel.

Check the pump.

Check for water level

at water tank.



SR.NO. PARTICULARS PROBLEMS REASON & SOLUTION

* Check for the water
line solenoid valve is
working or not.

5 Rotation Rotation « Check for any loose
Motor not working end of motor connection
of control panel.
* Check for greasing of
bearing.
 Check for voltage
(24VDC) at panel.

SAFETY & PRECAUTIONS

e Greasingis required on every 300 hours’ working.

e The online strainer needs to be cleaned on daily basis for adequate
flow of water.

e Proximity sensors need to be cleaned on daily basis for proper
rotation of dust catcher.

e The atmospheric temperature of the area where dust catcher is
installed should not be more than 60 degree celsius, if more than
60 degree celsius customer must provide the written information
to automeck engineers.

e Check for any hindrance inside dust catcher as it will harm the
blower.

SLEW BEARING

GREASING
POINT FOR <
SLEW BEARING




Sr.

No.

PREVENTIVE MAINTENANCE CHECKLIST

Check
Points

Cleaing Of Strainer
For Water Pipelines

Sensor Cleaning

Basic Tightening Of
Hose Pipe

Greasing Of Slew
Bearing

Greasing Of Screw
Jack/ Hydraulic
Cylinder

Duration Date
Sign

Daily
Daily
Weekly
On every

300 Hrs.

On every
300 Hrs.

CUSTOMERS

Date
Sign

Date
Sign

Date
Sign

Date
Sign

Date
Sign

EXTRA SUGGESTION BOX FOR PREVENTIVE MAINTENANCE BY SERVICE ENGINEERS /



WARRANTY

1.Warranty Coverage

Scope: This warranty covers defects in material and workmanship of the
Dust Catcher manufactured by Automeck.

Duration: The warranty period is 6 - 12 months from the date of delivery.

Eligibility: The warranty is valid only for the original purchases of the
product andis non-transferable.

2.Warranty Inclusion:

Parts and Components: The warranty covers all parts and components of
the product.

Oscillation Mechanism

Electrical Control Panel (IP 55 or IP 65)

Blower Motor

Humidifier

Water Filter

Pressure Pump

Impeller

3.Warranty Exclusions:

Consumables: The warranty does not cover consumable parts such as
guider and any other parts that are subjected to wear and tear.

Misuse or Negligence: Damage resulting from improper use, maintenance
or storage of the product including failure to follow the product manual and
instructionsis not covered.

Unauthorized Repairs: Any repair or notifications carried out by another use
of non-original parts void the warranty.

Environmental Conditions: Damaged caused by environmental condition
for displayed fire earthquakes or other acts of God is not covered.

Electrical Issues: Any damage resulting from electrical supply issues
such as power surges, incorrect voltage or improper electrical installation is
notcovered.



4. Warranty Claim Process:

Notification: To make a warranty claim, the purchaser must notify Automeck
orits authorized distributor within 48 Hours of discovering the defect.

Documentation: The claim must include a copy of the original purchase
receipt, a detailed description of the defect, and any relevant photographs or
evidence.

Inspection: Automeck reserves the right to inspect the product on-site or
request the product to be shipped to an authorized service center for
evaluation.

Resolution: If a defect is confirmed, Automeck will repair or replace the
defective part or product at no charge. The method of repair or replacement
is at Automeck's discretion.

5. Limitation of Liability:

Indirect Damages: Automeck is not liable for any indirect incidental or
external damages arising from the use or inability to use the product.
Maximum Liability: The maximum liability under the spoil is limited to the
original purchase price of the product.

6. General Terms:

Governing Law: This warranty is governed by the laws of the jurisdiction in
which the product was purchased.

Severability: If any provision of this warranty is found to be on a possible or
invalid the remaining provision should shall remain in full force and effect.
Amendments: Automeck reserves the right to amend or modify the terms of
this warranty at any time, provided that such changes do not retroactively
affect warranty claims already submitted.

7. Maintenance Requirements:

Routine Maintenance: Regular maintenance as per the user manual is
required to keep the warranty valid. This includes cleaning, checking for
blockages, and ensuring proper operation.

Service Records: Maintain records of all maintenance activities as proof of
compliance with warranty terms.
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WARRANTY CERTIFICATE
To,

Ref. PO No.:

Invoice No.:

This is to certify that we offer Warranty on our Machine i.e.,

as perthe warranty conditions.

Warranty period shall be
Installation.

Machine Srl. No.:

fromthe date of

The warranty shall be valid from

Thanking You,

For Automeck India Limited
Formerly Shree Sahajanand Automeck Private Limited

(Accounts Executive)
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AUTOMECK INDIA LIMITED

Plant -1

AUTOMECK HOUSE

E-48, Electronic Manufacturing Cluster,
Adityapur Industrial Area,Jamshedpur - 832 109,
Bharat (India).

Plant -2

E-45(A), Electronic Manufacturing Cluster,

Adityapur, Industrial Area,Jamshedpur - 832 109,

Bharat (India).

Ph: +(91)- 7280041444,
Email : info@automeck.in, sales@automeck.in
Website: www.automeck.in

BRANDURE



